














IMMERSAFLEX

Tank Filling and Temperature Control
Once a process is selected, the tank will fill with
water at a precise, predetermined temperature. If
a food treatment product or another chemical is

required, it will be added during the tank filling process

automatically.

Magnetic Tank Cover & Safety System
ImmersaFlex incorporates an easy-to-use, durable
magnetic tank cover with a safety switch that is

tied to an audible alarm if not properly positioned.

The cover is clear to allow team members to view
what is underway inside the system at any time.
For safety, if the tank cover is removed during
operation, all system motion is paused.

Flexible, Mixed Load. Continuous
Processing

Each of the ImmersaFlex processes can
have between one and five baskets, each
represented on the touch screen basket map.
The same product can go into all the baskets
or each basket can be loaded with a different
product — with completion times tracked
individually. As products complete, the
operator is notified at which time products
can be unloaded, and new products can
be loaded into the available baskets.

Automatic Tank Freshening &
Water Conservation

To save water and reduce downtime,
ImmersaFlex incorporates a 100%
programmable “tank freshening”
system. For each process the tank
can be freshened and food treatment
products or other chemicals will be
boosted based on actual elapsed
system processing time. The drain
can even be programed to open for
a set number of seconds during this
process to evacuate sediment from
the bottom of the tank.

Optional Chilled Water Supply and
"Add Ice” Feature

In addition to hot and cold water inlets,
ImmersaFlex includes a chilled water

inlet for an optional ImmersaChill* chilled
water system, to supply chilled water

for processes where very cold water

is needed. Alternately, ImmersaFlex

will notify to “Add lce” until the correct
starting temperature is achieved.

*The ImmersaChill chilled water system is expected to be avail-
able by 3Q 2023.

Add Product Feature

If there are empty baskets, operators can add new items, even
when other processing is underway. By pressing “Add Product”
on the touch screen, the system will rise to the “Load/Unload”
position, and new products can be added for processing.
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Correct Product Treatment and Chemical Sensing
ImmersaFlex analyzes® each product treatment for chemical
color and other characteristics to determine that it is correct. If,
for example, a dark green product treatment or chemical is seen
where a light red one should be, all processes are paused and the
operator is walked through how to remove the incorrect product
treatment or chemical and replace it with the correct one, as well
as how to handle any products that were processing.

“Future software release expected in mid-2023.

Onboard Chemical Storage
Easy-to-access product treatment and
chemical storage is located on both sides of
the upper system cabinet. Products sit in
stainless steel compartments that are easily
removable for washing. Each concealed
compartment can hold either three one-
gallon containers or both a one gallon and a
2.5-gallon conta’ipe_h =g '
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Industrial Grade Touch Screen
Control
A large, intuitive touch screen guides
team members through all operations
and procedures.

Ergonomic Loading and
Unloading

Using an optional trolley, baskets can
easily be slid in and out of the system
at an optimal height and then easily
transported throughout the kitchen,
where products can be easily moved to
and from countertops.

CIP (Clean-In-Place)

ImmersaFlex is equipped with a fully
automated, mandatory CIP system

for thorough, computer-controlled
system rinsing, detergent wash-out,
deliming, and sanitizing. This process
uses two high performance spinning,
tank-cleaning jets that are mounted

in the top of the tank. This process
takes about seven minutes and is
automatically performed before moving
from one process to another and upon
system shut down. This cannot be
skipped, even if the power is cycled.

Integrated Mini-Hose Reel
Sprayer

A retractable mini-hose reel sprayer is
included in the chemical drawer. The
sprayer is on a 48" hose and, when
required, the touch screen will prompt
team members to inspect the tank and
use the sprayer.

Cycle Completion Notification.
Ultra-Bright Tank LED Lights &
Audible Alarms

ImmersaFlex uses helpful lights so you

can tell what'’s going on at a glance. When
processing, the lights will be blue. At cycle
completion, they will shine green and when
ready to unload, alternate blue and green.
(An optional audible alarm can also sound.)
At other times, the tank will radiate a bright
white light for visual inspections.







